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LIGHTING

Lumilight Flex™ V2 SCW Spec Sheet
Updated June 30, 2026 

For projects with complex lighting needs or curved surfaces, 
this field-customizable variation of Lumilight offers more 
flexibility and installation options. 

SPECIFICATIONS

Product Spec Sheet 

LUMILIGHT FLEX™ V2
SINGLE COLOR WHITE

ELECTRICAL

Input Voltage 24V

Power 
Consumption 17W per sheet

Luminous 
Efficacy 90 lm/W

Wire Size 20 AWG 2 wire

Wiring Connect up to 5 sheets to a 
single power supply

PHYSICAL

Dimensions
24.000" x 12.000" x 0.283"

609.6mm x 304.8mm x 7.2mm

Weight
0.342 lbs

155 g

Color 
Temperature 3000K, 4000K, 5000K

CRI ≥ 95

LED Quantity 128 per sheet

Light Output 1530 lumens per sheet

Dimming Dimmable

Environment Dry location only (indoor)

Lifespan 50,000 hours

Operating 
Temperature -20ºC ~ 60ºC

Storage 
Temperature -30ºC ~ 70ºC

FEATURES

HIGH PERFORMANCE LIGHTING
•  Consistent, bright light with 128 LEDs per sheet

•  Connect multiple sheets edge-to-edge for seamless 
illumination across large installations

•  Achieve a uniform glow with minimum of 2" of spacing 
between the Lumilight Flex sheet and Resin Panel

CUSTOMIZABLE
•  Sheets can be cut, folded, and shaped in the field

•  Unique power distribution grid allows LEDs to be removed 
while maintaining a resilient circuit to the rest of the sheet

PRODUCT CONTENTS

Flexible Light Sheet Accessory Pack

View more lighting options at 

www.lumicor.com/lighting
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ACCESSORIES
All Lumilight Flex orders include one accessory pack per 
light sheet. 

ACCESSORY PACK CONTENTS
PART NAME QTY

A Short sheet-to-sheet connector (20 AWG, 2 3/8", 60mm) 4

B Long sheet-to-sheet connector (20 AWG, 7 7/8", 200mm) 4

C Cable management clip 4

D Splicing connector 2

E Power lead (20 AWG, 48", 1219mm) 1
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COMPATIBLE ADD-ONS
Additional components are available to complete your 
lighting system. 

24V Dimmable 
LED Driver

Wallbox 
Control
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